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  Printronix SLPA8000r RFID条码打印机 

SLPA8000r 打印贴放机能以每分钟 100 多个标签的速度验证、编码和贴放良好率达 100% 的标签。业界

领先的专利标签管理系统为用户提供一种最可靠、成本效益最高的方法，在检测回卷机构上的缺-陷标签

进行后处理的同时，将百分之百可读的标签贴在产品上。

产品特点： 

制造和配送环境实地应用证实了它的可靠性 

多种打印语言兼容传统数据流，简易集成到大多数企业的 IT 环境中 

203 dpi 和 300 dpi 两种打印分辨率 

智能标签管理— 仅良好率达 100% 的标签进入供应链，标准以下的 RFID 标签留在衬纸上供跟踪分析之

用 

打印 EPCglobal Class 0、0+、1、Gen 2 和 Philips UCode 1.19 RFID 标签，使用户在实施 RFID 时有

更大的选择余地 

每分钟最多可以打印 100 个标签 

唯一在 EPCglobal 水平上提供互操作能力的编码—打印—贴放系统 

现场可升级的 XML 表单打印，采用 XML Forms Module 嵌入式行业标准表单和模板 

Printronix eXtensible Markup Language (PXML) 接口便于进行实时打印机管理和作业管理 

可选环境包装是在极端温度、需要连贯和可预见的环境控制中进行打印和贴放的理想选择 

标签顶部和侧面贴放，以及滚擦式/前滚擦/后滚擦

 

Printronix SLPA8000r条码标签机规格一览 

Cylinder Upgrade Kits 

14" Low Profile Tamp Blow 4" x 2" Field Upgrade Kit (includes cylinder, pad & bracket) 

Touch Blow Valve Kit

Tamp Pad 

Tamp Pad, Hard - 4" x 2" 

Tamp Pad, Hard - 4" x 2" & 3" x 3" 

Tamp Pad, Hard, Low Profile Tamp Blow 

Tamp Pad Hard- 4" x 6" 

Tamp Pad Hard 4" x 4" & 3" x 5"  

Tamp Pad Hard - 4" x 4" 

Tamp Pad , Hard 4" x 8" 

Tamp Pad Sealed Cylinder 3" x 3"

Light Tower 

Warning/Fault Beacon Package

Interfaces 

Applicator Control Interface 

Combine Fault/Warning & Applicator Package 

Barcode Verifier Communication Interface

Adapter Kit 

6" (127mm) Core Adapter Kit

Stands 

T-Based Mounting Stand with U-Arm Kit 

H-Based Mounting Stand with U-Arm Kit 

U-Arm with Mounting Posts
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Photoeyes 

Photoeye Diffuse Reflective 

Photoeye Retroreflective

PrintNet Wireless NIC 

Includes Motorola (Symbol) LA5127 802.11 b/g radio 

Certified for use only in the United States, Canada and the European Union.

Other Field Options 

Sensor, Cover Open 

Sensor, Label on Pad 

Sensor, Label-Low 
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