1 [l Woosim PORTI-W25 #r-Woosim W25FRrZEHT EPHLN 4% -Woosim{E # 5T EOL...  Page 1 of 2

@ gyoung srs=

B O RTAR | &8T5

F AT E L
FHEARHE
B RERE
* BB

HEFE

SR EIAL

F[H Intermec 54T EIHL
HATec k47 ENHL

K [HZebraZc 3T EIHL
HASato 4T EIHL
HARing £ 4T EIHL
J[HDatamax £ i T EIHL
F[EPrintronix4&iF] EIHL
HilGodex 4T EPHL

H A ToshibaZkfih 4] ELHL
HAShinsei 44T EIHL
HACi tizeng 4T EIHL
BITSCAALFT ETHL

[ WoosimZ& %41 AL
TEIHCABS AT ENHL

FREHE

B R

sy ]

KR

SRR

SR

SRR

SRS B

RfidHLFHREE

http://www.gyoung.com.cn/printer woosim PORTI-W25.htm

smEg—merz. 400-1166-021

MR | TRYD | FBMR | FBEHE | EREF | KRR

ZMATEIHL> #EVoosimBKFFTEIHL> Woosim PORTI-W254FB4T ENHL

021—51088173
021—51088351

oy
o™

Woosim PORTI-W25 £&E4TENHL

Features

Pocket size (138 x 88 x 24mm)

Light weight (340g) for true mobility

Very silent printing thru direct thermal printing method
High speed (50mm/sec, MAX)

High resolution (203dpi:8dots/mm)

UART, Bluetooth Ver2.0 interface

IrDA Verl.O0(SIR) (optional), USB(optional) interface
Support text and graphic printing

Easier paper roll loading by CLAMSHELL design
Easier maintenance with self-diagnostics
Free fall: 1 meter onto concrete (option 1.5 meter)

Microsoft windows ME / 2000 / VISTA 0S compatible

Specification
Ttem Specification
Printing Direct thermal printing

Easy paper loading (CLAMSHELL design)

Characters per line 92cpl

Paper loading

Optional Characters Simplified/Traditional Chinese, Arabic, Cyrillic, Russian, Tukish.
Greek, Japanese, Persian, Latin9 and Others upon request
Eng. : 9x24dots, 12x24dots
Kor. : 16x24dots [24x24dots

Resolution 203dpi, 8dots/mm

Print width 4-inch (104mm, 832dots)

Printing speed 50mm/sec  (MAX)

Dimensions (WxDxH) 138 x 88 x 24mm

Weight 340g

Character size

UART or TTL, IrDA Verl.O(SIR) or Bluetooth Ver2.0
USB [optional]

Interface

Thermal roll paper.
label roll (118mm wide, 259)
1-dimension : Codel28, EAN 128, Code39, 12/5, Code93 UPC, EAN, KAN, JAN.

Paper supplied

Barcode CODABAR
2-dimension : PDF417, QR Code, DATA Matrix
Black mark Support black mark detection
H/W Spec. MCU : 32 bit RISC, FLASH : 4M bytes, RAM : 8M bytes
Receive buffer size 1M bytes
Battery Rechargeable 7.4V DC/ 1,400 mAh(Li-ion)
Battery duration 1 hour continuous printing
Input (1007250VAC 50 60Hz)
AC adapter Output (8.4VDC / 0.8A),

4 hours full charge time
Operating ~

-10° C ~ 50° C
temperature
Storage temperature —10° C ~ 70° C

Mechanical 37,000, 000 lines
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MCBF (Mean Cycle

Head Approximately 50Km
Between failure)
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